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1
AUTOMATIC FOCUS STACKING OF
CAPTURED IMAGES

FIELD OF THE INVENTION

The present invention relates generally to the field of pho-
tography, and more particularly to automatic focus stacking
of a series of captured images.

BACKGROUND OF THE INVENTION

Under certain conditions, it is a challenge in the field of
photography to capture images in which the entire subject
matter of the image is sharply in focus. For example, in the
field of endoscopy, images of human internal organs are cap-
tured and can contain pairs of regions which are at signifi-
cantly different distances from the camera lens, exceeding the
depth of focus of the image capturing device. As a result, in
the captured images, at least one of the regions is out of focus.

Focus stacking is a powerful technique for extending the
apparent depth of field of an image. Focus stacking combines
multiple source images captured at different focus distances
to create a resulting composite image with a greater depth of
field than each of the individual source images comprising the
composite image. No individual source image used to create
the composite image will have the subject of the image
entirely in focus. However, the individual source images may
collectively contain the image data required to create a final
composite image that includes all parts of the subject in focus.
Using post-processing software, in-focus regions of each
individual source image are automatically detected. The in-
focus regions are blended together to create a final composite
image.

SUMMARY

Aspects of embodiments of the present invention disclose
a method, computer program product, and computer system
for generating a focused image of subject matter. The method
includes receiving a first image, wherein the first image
includes subject matter and a first set of image data. The
method further includes generating, by one or more proces-
sors, a first depth map for the first image using at least the first
set of image data, wherein the first depth map indicates at least
a first portion of the subject matter that is in focus. The
method further includes determining, by one or more proces-
sors, at least a second image to be captured and one or more
settings associated with the second image, based at least on
the first set of image data. The method further includes caus-
ing, by one or more processors, the second image to be cap-
tured, according to the one or more settings associated with
the second image. The method further includes receiving the
second image, wherein the second image includes the subject
matter of the first image and at least a second portion of the
subject matter is in focus. The method further includes gen-
erating, by one or more processors, a composite image com-
prising at least the first portion of the first image and the
second portion of the second image.

BRIEF DESCRIPTION OF THE SEVERAL
VIEWS OF THE DRAWINGS

FIG. 1 is a functional block diagram of an image capturing
device, in accordance with one embodiment of the present
invention.

FIG. 2A is an exemplary view of a user interface for an
image capturing program of a first image captured by the
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2

image capturing device of FIG. 1, in accordance with one
embodiment of the present invention.

FIG. 2B is an exemplary view of the user interface for the
first image as affected by a depth of field program for visual-
izing the depth of field, in accordance with one embodiment
of the present invention.

FIG. 2C is an exemplary view of the user interface for the
first image as affected by a focus stacking program for auto-
matically focusing subject matter of a captured image, in
accordance with one embodiment of the present invention.

FIG. 2D is an exemplary view of a user interface for an
image capturing program of a second image captured by the
image capturing device of FIG. 1, in accordance with one
embodiment of the present invention.

FIG. 2E is an exemplary view of the user interface for the
second image as affected by a depth of field program for
visualizing the depth of field, in accordance with one embodi-
ment of the present invention.

FIG. 2F is an exemplary view of the user interface for the
second image as affected by a focus stacking program for
automatically focusing subject matter of a captured image, in
accordance with one embodiment of the present invention.

FIG. 2G is an exemplary view of the user interface for a
final composite image created by a focus stacking program, in
accordance with one embodiment of the present invention.

FIG. 3 is a flowchart depicting the steps of the depth of field
program, for to visualize the depth of field of a captured
image, in accordance with one embodiment of the present
invention.

FIG. 4 is a flowchart depicting the steps of the focus stack-
ing program, for automatically focusing subject matter of a
captured image, in accordance with one embodiment of the
present invention.

FIG. 5 depicts a block diagram of components of the image
capturing device of FIG. 1, in accordance with one embodi-
ment of the present invention.

DETAILED DESCRIPTION

Focus stacking enables a user to blend in-focus regions of
subject matter depicted in a series of images, taken at varying
focus distances, to create a final composite image that
includes the in-focus regions of multiple images in the series
of images. Focus stacking can be a time consuming post-
processing technique that requires the subject to be motion-
less while a series of images are captured. Traditionally, focus
stacking requires the use of focus rails or incremental manual
focus, making focus stacking a technically challenging pro-
cess. Embodiments of the present invention automate focus
stacking image capture and post-processing.

The present invention will now be described in detail with
reference to the Figures. FIG. 1 is a functional block diagram
of image capturing device 10, in accordance with one
embodiment of the present invention. FIG. 1 provides only an
illustration of one embodiment and does not imply any limi-
tations with regard to the environments in which different
embodiments may be implemented.

In the depicted embodiment, image capturing device 10 is
a computing device integrated with an imaging device. For
example, image capturing device 10 can be a digital camera,
such as a digital single lens reflex camera (dSLR), having
computer processing capabilities or, alternatively, an imaging
device in communication with a separate distinct computing
device. In other embodiments, image capturing device 10
may be a digital video camera, a computer with an integrated
digital camera, a smart phone equipped with a digital camera,
or any programmable electronic device capable of capturing
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and displaying digital images. Image capturing device 10
includes optical lens 20, display 30, user interface (UI) 40,
image sensor 50, and image capture program 60, which
includes depth of field program 70 and focus stacking pro-
gram 80. Image capturing device 10 may include internal and
external components as depicted in further detail with respect
to FIG. 5.

Optical lens 20 is integrated with image capturing device
10. In one embodiment, optical lens 20 is an interchangeable
dSLR lens. For example, optical lens 20 may be a 30 mm
interchangeable dSLR lens. In another embodiment, optical
lens 20 may be permanently fixed to image capturing device
10. For example, optical lens 20 is permanently fixed when
image capturing device 10 is a digital point and shoot camera.
Optical lens 20 operates to focus light onto image sensor 50.

An aperture (not shown) is the opening through which light
travels through optical lens 20 and into image capturing
device 10. The aperture may be located in different locations
within optical lens 20. For example, the aperture may be aring
or other fixture that holds an optical element in place, or it
may be a diaphragm placed in the optical path to limit the
amount of light that passes through the lens. The aperture may
be adjusted to control the amount of light entering image
capturing device 10.

The lens focal length of optical lens 20 may be adjusted by
the operator of image capturing device 10 if the optical lens is
not a fixed focal length lens. The lens focal length is the
distance over which the rays of light are focused on a focal
point. The focal point is the point at which the rays of light
converge and are focused. Adjusting the lens focal length of
optical lens 20 will also adjust the f-number of optical lens 20,
which is the ratio of the lens focal length to the diameter of the
aperture. The f-number is set in order to adjust the aperture
diameter in order to control the amount of light entering
image capturing device 10. When written, the f-number is
usually preceded by /. Therefore, an f-number of 4 is written
as f/4. For example, if optical lens 20 is a 100 mm focal length
lens with an f-number setting of /4, optical lens 20 will have
an aperture diameter of 25 mm.

Display 30 is connected to image capturing device 10. In
one embodiment, display 30 is a liquid crystal display (LCD)
fixed to image capturing device 10. In another embodiment,
display 30 is a display monitor connected to a computer with
an integrated digital camera. In another embodiment, display
30 is a display monitor connected to image capturing device
10 via a network, or LAN. In yet another embodiment, dis-
play 30 is a monitor attached to image capturing device 10 via
a cable. Display 30 operates to display a digital image cap-
tured by image capturing device 10. A digital image is com-
prised of a set of pixels. In one embodiment, a digital image
may be a still image. In another embodiment, a digital image
may be a digital video.

UT 40 operates on image capturing device 10 and works in
conjunction with display 30 to visualize content, such as
images captured by image capturing device 10. Ul 40 may
comprise one or more interfaces, such as an operating system
interface and application interfaces. In one embodiment, Ul
40 comprises an interface to image capture program 60, depth
of field program 70, and focus stacking program 80. In one
embodiment, Ul 40 receives an image captured by image
capturing program 60 and sends the image to display 30.

Image sensor 50 is integrated with image capturing device
10. Image sensor 50 is a detector that converts an optical
image into an electronic signal. The electronic signals are
quantized by an analog-to-digital (A/D) converter (not
shown). In one embodiment, image sensor 50 may be a
charge-coupled device (CCD) sensor. In another embodi-

40

45

50

55

4

ment, image sensor 50 may be a complementary metal-oxide
semiconductor (CMOS) sensor or another type of sensor. In
yet another embodiment, image sensor 50 could be a special-
ized sensor for medical imaging.

In one embodiment, light passes through optical lens 20
and reaches image sensor 50, which contains an array of pixel
sensors that are evenly distributed across image sensor 50. A
pixel sensor may be comprised of a semiconductor material
that absorbs light photons and generates electronic signals. In
one embodiment, image sensor 50 may also contain autofo-
cus pixel sensors. The autofocus pixel sensors may be an
array of pixel sensors that are arranged in various patterns. In
another embodiment, the autofocus pixel sensors may be
contained on a sensor that is separate from image sensor 50.

Image capture program 60 includes capabilities of a stan-
dard image capture program. For example, image capture
program 60 is a program operating on a digital camera, such
as Nikon® Scene Recognition System. In one embodiment,
image capture program 60 receives and processes electronic
signals from image sensor 50.

In one embodiment, image capture program 60 also man-
ages autofocus capabilities of image capturing device 10.
Autofocus capabilities utilize one or more autofocus pixel
sensors to determine if the image is in focus and electrome-
chanically adjusts the focus of image capturing device 10 if
the image is not in focus. The user may utilize Ul 40 to operate
image capture program 60 to select one or more focus points
to set the photographer’s focus point in the field of view of
image capturing device 10. A focus point is a location in the
field of view of image capture device 10 associated with an
autofocus pixel sensor. Image capture program 60 then deter-
mines if the subject matter at a single focus point is in focus.
If the subject matter at the single focus point is not in focus,
then image capture program 60 electromechanically adjusts
the focus until the subject matter is in focus.

Ifthe autofocus capabilities of image capturing program 60
utilize active autofocus, image capturing program 60 may use
ultrasonic waves or triangulation of infrared light to deter-
mine the distance between the subject and sensor 50. Active
autofocus is a type of autofocus that determines correct focus
by measuring distance to the subject independently of the
optical system. In one embodiment, active autofocus utilizes
an ultrasonic wave detector (not shown) to determine dis-
tance. In another embodiment, active autofocus utilizes an
infrared light detector (not shown) to determine distance. In
yet another embodiment, active autofocus utilizes another
method to determine distance. If the autofocus capabilities of
image capturing program 60 utilize passive autofocus, then
image capture program 60 may use phase detection or con-
trast measurement to determine focus. Passive autofocus is a
type of autofocus that determines correct focus by performing
a passive analysis of the image that is entering the optical
system. In one embodiment, image capture program 60 may
be able to detect motion of the subject matter toward or away
from the camera while maintaining focus on the subject mat-
ter.

In one embodiment, phase detection may also determine
distance between the subject matter at a focus point and an
autofocus pixel sensor associated with the focus point. Phase
detection may function in a way similar to a rangefinder,
which is a focusing mechanism that allows the user to mea-
sure the distance to the subject matter. A rangefinder shows
two identical images. One image moves when a calibrated
wheel on the image capturing device is turned. After the two
images overlap and fuse into one, the distance is read off the
calibrated wheel. For example, when utilizing phase detec-
tion, imaging device 10 contains a beam splitter (not shown)
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that captures light from opposite sides of the lens and diverts
light to autofocus sensors located separately from image sen-
sor 50. This generates two separate images which are com-
pared for light intensity and separation error in order to deter-
mine whether the image is in or out of focus. During this
comparison, phase detection is used to determine the distance
between the subject matter at a focus point to the associated
autofocus pixel sensor. For example, digital cameras measure
distance to the subject matter electronically.

Image capture program 60 sends the processed image to Ul
40 for display on display 30. In one embodiment, image
capture program 60 sends image data to depth of field pro-
gram 70. In another embodiment, image capture program 60
sends image data to focus stacking program 80. In one
embodiment, image data includes data required to calculate
depth of field such as aperture diameter and focal length of
optical lens 20. Image data also includes the distance between
a subject at a focus point and an autofocus pixel sensor asso-
ciated with the focus point by using the autofocus capabilities
of image capture program 60. Image data also includes dis-
tances to a plurality of focus points.

Depth offield program 70 operates to visualize the depth of
field of an image captured by image capture program 60. In
one embodiment, depth of field program 70 receives image
data from image capture program 60. Depth of field program
70 determines the depth of field of the captured image based
on the received image data. Depth of field program 70 causes
the depth of field to be displayed in UI 40 of image capturing
device 10. In one embodiment, depth of field program 70
creates a depth map for the image. For example, depth of field
program 70 creates a depth map that overlays a mask of
varying transparency over an image to distinguish between
areas that are inside the depth of field and areas that are
outside the depth of field. In such an example, depth of field
program 70 overlays an opaque mask over areas that are well
outside the depth of field and a semi-transparent mask over
focus points close to the depth of field. In another example,
depth of field program 70 overlays a mask of varying colors or
patterns over an image in order to distinguish between areas
that are inside the depth of field and areas that are outside the
depth of field. Depth of field program 70 may overlay a blue
mask over areas that are well outside the depth of field and a
red mask over focus points close to the depth of field. Depth
offield program 70 may overlay areas inside the depth of field
with a yellow mask. In this example, focus points that are
inside the depth of field are not masked.

In one embodiment, depth of field program 70 sends depth
maps to image capturing program 60. In another embodi-
ment, depth of field program 70 sends depth maps to focus
stacking program 80. As depicted, depth of field program 70
is a sub-program or routine of image capture program 60. In
another embodiment, depth of field program 70 may be an
independent program capable of communicating with image
capture program 60 and focus stacking program 80.

Focus stacking program 80 operates to automatically focus
subject matter of a captured image. In one embodiment, focus
stacking program 80 receives image data, including a depth
map, for the captured image from depth of field program 70.
Focus stacking program 80 uses the depth map to determine
areas of the captured image that are already in focus. In some
embodiments, focus stacking program 80 also operates to
determine a number of images required for focus stacking. In
one embodiment, focus stacking program 80 determines a
focus distance range for the capture of each image required
for focus stacking. In another embodiment, focus stacking
program 80 determines a physical distance from which each
image is captured.
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Focus stacking program 80 causes the determined number
of'images necessary for focus stacking to be captured. Focus
stacking program 80 receives image data, including a depth
mayp, for each captured image. Focus stacking program 80
determines depth data for each captured image from each
respective depth map. Depth data includes the distance
between each focus point of an image and image capturing
device 10 at the time that the image was taken. Focus stacking
program 80 compares the depth data for each captured image
to the depth data for the set of captured images. Focus stack-
ing program 80 determines focus points that are in focus in
each captured image. Focus stacking program 80 selects
focus points that are in focus in each captured image. Focus
stacking program 80 creates a final image that includes
selected in-focus focus points of each captured image.

FIGS. 2A-G depict exemplary views of Ul 40 via display
30 for image capture program 60, depth of field program 70,
and focus stacking program 80, in accordance with one
embodiment of the present invention. UI 200 of FIG. 2A, Ul
212 of FIG. 2B, U1 215 of FIG. 2C, U1 225 of FIG. 2D, U1 226
of FIG. 2E, UI 230 of FIG. 2F, and UI 240 of FIG. 2G are each
examples of Ul 40 of FIG. 1 and, in the depicted embodiment,
allow a user to see displayed content from image capture
program 60, depth of field program 70, and focus stacking
program 80. In one embodiment, each of Ul 200-UI 240
represent automated steps of image capture program 60,
depth of field program 70, and focus stacking program 80. In
another embodiment, a user may interact with each of Ul
200-UT 240.

In one embodiment, initially, a user operating image cap-
turing device 10 positions image capturing device 10 such
that image capturing device 10 is facing subject matter to be
captured in an image. The user, using Ul 40, captures an
image of the object with image capturing device 10. Image
capture program 60 receives image data associated with the
captured image.

FIG. 2A depicts a display of UI 200 when image capture
program 60 is operating on image capturing device 10. U1 200
displays a preview of a first image received from image cap-
ture program 60. Focus points 205 each represent locations in
the field of view of image capturing device 10. Each focus
point of focus points 205 is associated with an autofocus pixel
sensor. The image includes subject 210. Areas of subject 210
that are in focus are indicated by a solid line. Areas of subject
210 that are out of focus are indicated by a dotted line.

FIG. 2B depicts a display of Ul 212 when depth of field
program 70 is operating on image capturing device 10. U1 212
displays the first image received from image capture program
60. The image shown in UI 212 is the same image shown in Ul
200 of FIG. 2A. Depth of field program 70 determines that
focus points 213 (as indicated by a first mask) are outside the
focal plane and are therefore out of focus. Depth of field
program 70 determines that focus points 213 each represent
subject matter that is in the background of the captured image.
Depth of field program 70 overlays focus points 213 with a
first mask. In the depicted embodiment, the first mask is
indicated by a spotted pattern. The steps of depth of field
program 70 are described in more detail in the description of
FIG. 3.

FIG. 2C depicts a display of UI 215 when focus stacking
program 80 is operating on image capturing device 10. U1 215
displays the image received from image capture program 60.
The image shown in UT 215 is the same image shown in Ul
200 of FIG. 2A and UI 212 of FIG. 2B. Focus stacking
program 80 determines that focus points 220 and focus points
222 (as indicated by a second mask) each represent subject
matter in the focal plane and are therefore in focus. In the
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depicted embodiment, focus points 220 and focus points 222
are indicated by a second mask that is indicated by a wavy
pattern. In one embodiment, the user, using Ul 40, selects
focus points to represent the foremost part of subject 210. In
the depicted embodiment, the user selects focus points 224,
which are indicated by a third mask that has a grid pattern. In
another embodiment, focus stacking program 80 automati-
cally determines the foremost part of subject 210. For
example, focus stacking program 80 determines that focus
points 224 represent the foremost part of subject 210 based on
distance values determined from the received depth map.

In one embodiment, focus stacking program 80 uses the
received depth map and focus points 224 to calculate the
number of images required to create a final image in which
subject 210 is in focus. In the depicted embodiment, focus
stacking program 80 determines that in addition to the
depicted image, a second image is required to be captured
within a specified focus distance range.

FIG. 2D depicts a display of UI 225 when image capture
program 60 is operating on image capturing device 10. U1 225
displays a preview of a second image received from image
capture program 60. In the depicted embodiment, the second
image is an image of the same subject, i.e., subject 210, as
shown in FIGS. 2A-2C. The second image was captured at a
different focus distance, as specified by focus stacking pro-
gram 80, than the image shown in FIGS. 2A-C. Areas of
subject 210 that are in focus are indicated by a solid line.
Areas of subject 210 that are out of focus are indicated by a
dotted line.

FIG. 2E depicts a display of UI 226 when depth of field
program 70 is operating on image capturing device 10. U1 226
displays the second image received from image capture pro-
gram 60. The image shown in Ul 226 is the same as the image
shown in Ul 225 of FIG. 2D. Depth of field program 70
determines that focus points 227 and focus points 228 are
outside the focal plane and are therefore out of focus. Depth
of field program 70 determines that focus points 227 each
represent subject matter that is in the background of the
captured image. Depth of field program 70 masks focus
points 227 with a first mask. In the depicted embodiment, the
first mask is indicated by a spotted pattern. Depth of field
program 70 determines that focus points 228 each represent
subject matter that is in the foreground of the captured image.
Depth of field program 70 masks focus points 228 with a
second mask. In the depicted embodiment, the first mask is
indicated by a striped pattern. The steps of depth of field
program 70 are described in more detail in the description of
FIG. 3.

FIG. 2F depicts a display of UI 230 when focus stacking
program 80 is operating on image capturing device 10. The
image shown in UT 230 is the same image shown in UI 225 of
FIG. 2E and UI 226 of FIG. 2D. Focus stacking program 80
determines that focus points 235 (as indicated by a third
mask) each represent subject matter in the focal plane and are
therefore in focus. In the depicted embodiment, focus points
220 and focus points 222 are indicated by a third mask that is
indicated by a wavy pattern. In one embodiment, the user,
using U140, selects focus points to represent the rearmost part
of subject 210. In the depicted embodiment, the user selects
focus points 237, which are indicated by a fourth mask that
has a grid pattern. In another embodiment, focus stacking
program 80 automatically determines the rearmost part of
subject 210. For example, focus stacking program 80 deter-
mines that focus points 237 represent the rearmost part of
subject 210 based on distance values determined from the
received depth map.
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FIG. 2G depicts a display of UI 240 when focus stacking
program 80 is operating on image capturing device 10. U1 240
depicts a final image. The final image is a combination of the
first image displayed in UI 200 of FIG. 2A and the second
image displayed in UI 230 of FIG. 2D. The final image
includes subject 210. The final image includes focus points
220 and focus points 222 of FIG. 2C and focus points 235 of
FIG. 2F. The subject matter of the final image is in focus. In
one embodiment, if the user has not selected focus points that
are in focus for every section of the final image, focus stack-
ing program 80 selects focus points from the set of captured
images that are as close to being in the depth of field as
possible.

FIG. 3 is a flowchart depicting operational steps of depth of
field program 70 for visualizing the depth of field of a cap-
tured image, in accordance with an embodiment of the
present invention.

In one embodiment, the user selects the photographer’s
focus point in the field of view. In one embodiment, initially,
light passes through lens 20. Image sensor 50 absorbs light,
converts it into an electronic signal, and sends the signal to
image capture program 60. Image capture program 60
receives the electronic signal from image sensor 50. Image
capture program 60 adjusts autofocus to bring the subject
matter at the photographer’s focus point into focus. Image
capture program 60 determines a distance between subject
matter at a focus point and an autofocus pixel sensor associ-
ated with the focus point for each focus point in a plurality of
focus points. In one embodiment, image capture program 60
determines image data, which includes data required to cal-
culate depth of field, such as aperture diameter, focal length of
optical lens 20, and the distance between the subject matter at
the photographer’s focus point and the autofocus pixel sensor
associated with the photographer’s focus point by using the
image capture program’s autofocus capabilities. Image data
also includes the distance between subject matter at a focus
point and an autofocus pixel sensor associated with the focus
point for each focus point in a plurality of focus points. In one
embodiment, image capture program 60 sends some or all of
the image data to depth of field program 70.

In one embodiment, image capture program 60 causes the
captured image to be displayed in user interface 40. In another
embodiment, image capture program 60 sends the captured
image to depth of field program 70.

In step 300, depth of field program 70 receives image data.
In one embodiment, depth of field program 70 receives image
data from image capture program 60. In another embodiment,
depth of field program 70 may access the autofocus capabili-
ties of image capture program 60 and the depth of field pro-
gram determines image data. Image data includes data
required to calculate depth of field, such as aperture diameter,
focal length of optical lens 20, and the distance between the
subject matter at the photographer’s focus point and the auto-
focus pixel sensor associated with the photographer’s focus
point.

In step 310, depth of field program 70 creates a depth map
for the captured image. In one embodiment, a depth map
represents pixels of the captured image and the distances
associated with each pixel to the autofocus pixel sensor asso-
ciated with each pixel. Each focus point of the plurality of
focus points is associated with one or more pixels of the
captured image. Each distance in the image data is associated
with a focus point. In one embodiment, depth of field program
70 determines the average of the distances for the pixels of the
captured image that are not associated with a focus point. For
example, depth of field program 70 determines the average of
the distances associated with two adjacent focus points, and
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assigns the average distance value to the pixels between the
two adjacent focus points that are not associated with a focus
point. In another embodiment, depth of field program 70
determines graduated distances for pixels that are not associ-
ated with a focus point. For example, depth of field program
70 determines the distances for two adjacent focus points and
assigns distance values to the pixels between the two adjacent
focus points that are not associated with a focus point.

In step 320, depth of field program 70 determines the depth
of field for the image captured by image capture program 60.
In one embodiment, depth of field program 70 determines the
depth of field for a captured image based on the image data.
Image data includes aperture diameter, focal length of optical
lens 20, and the distance between the subject matter at the
photographer’s focus point to the autofocus pixel sensor asso-
ciated with the photographer’s focus point. For example,
depth of field program 70 determines the depth of field for the
captured image by using a known algorithm to calculate depth
of field. Depth of field includes a range of distances from the
focus point selected by the photographer.

In step 330, depth of field program 70 visualizes the depth
of field of the captured image. In one embodiment, depth of
field program 70 determines which pixels of the captured
image are in the depth of field. Depth of field program 70
compares the range of distances in the depth of field to the
distance values assigned to each pixel in the depth map (cre-
ated in step 310). If a pixel falls into the range of distances in
the depth of field, then the pixel is considered to be in the
depth of field. If a pixel is associated with a distance further
than the depth of field, then the pixel is considered to be
beyond the depth of field in the background of the captured
image. Depth of field program 70 masks pixels that are
beyond the depth of field with an overlay, as shown in FIG. 2B
and FIG. 2E. Depth of field program 70 does not mask pixels
that are in the depth of field. If a pixel is associated with a
distance closer than the depth of field, then depth of field
program 70 considers the pixel to be outside the depth of field
and in the foreground of the captured image. Depth of field
program 70 masks pixels that are closer than the depth of field
with an overlay, as shown in FIG. 2B and FIG. 2E.

In one embodiment, compositional elements of the cap-
tured image that are “in focus” or within the depth of field are
not masked. Elements outside the plane of focus are masked
by a progressively opaque mask, with the points furthest from
the plane of focus of the lens being the least transparent. In
another embodiment, the elements furthest from the plane of
focus of the lens are blurred, as this depth map simulates how
the final image will appear on a larger display. In yet another
embodiment, elements in the background are masked by a
pattern or color and elements in the foreground are masked by
a different pattern or color.

In one embodiment, depth of field program 70 causes the
depth of field of the captured image to be displayed on user
interface 40 via display 30. The mask visualized across the
image shown on display 30 of image capturing device 10
helps the user visualize the locations of objects in the image
with respect to the subject of the digital image and previews
the digital image so the user can clearly see which elements
are in focus and which elements are out of focus. Some or all
parts of the digital image may be masked. In one embodiment,
depth of field program 70 sends an indication of which pixels
to overlay and the type of mask to use to user interface 40. In
another embodiment, depth of field program 70 sends an
indication of which pixels to overlay and the type of mask to
image capture program 60, and image capture program 60
sends the indication to user interface 40.
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FIG. 4 is a flowchart depicting operational steps of focus
stacking program 80 for automatically focusing subject mat-
ter of an image captured by image capturing device 10, in
accordance with one embodiment of the present invention.

In one embodiment, initially, a user operating image cap-
turing device 10 positions image capturing device 10 such
that image capturing device 10 is facing subject matter to be
captured in an image. The user, using image capturing device
10, captures an image of the object. In capturing the image,
light passes through optical lens 20. Image sensor 50 then
absorbs the light, converts it into an electronic signal, and
sends the electronic signal to image capture program 60.
Image capture program 60 receives the electronic signal from
image sensor 50. Image capture program 60 adjusts autofocus
to bring the subject matter into focus. Image capture program
60 determines a distance between subject matter at a focus
point automatically selected by image capture program 60
and an autofocus pixel sensor associated with the focus point.

Image capture program 60 receives image data. In one
embodiment, image capture program 60 sends image data to
depth of field program 70. Depth of field program 70 receives
image data from image capture program 60. Depth of field
program 70 creates a depth map for the captured image. Inone
embodiment, depth of field program 70 sends image data,
including, the depth map, to focus stacking program 80. In
another embodiment, depth of field program 70 sends the
depth map to image capture program 60 and image capture
program 60 sends the image data, including the depth map, to
focus stacking program 80.

Image capture program 60 causes a preview of the image to
be displayed on UI 40. In one embodiment, image capture
program 60 prompts the user to indicate subject matter of the
image. The subject matter of the image includes focus points
of the captured image that must be in focus in a final image.
For example, image capture program 60 causes a modeless
window to be displayed which prompts the user to indicate
the subject matter of the image. A modeless window is a
window that does not require a user interaction before the user
can return to operating a parent application (e.g. image cap-
ture program 60). The user can, for example, continue to
interact with image capture program 60, depth of field pro-
gram 70, focus stacking program 80, or any other program or
application on image capturing device 10 while the modeless
window is open. The user, using UI 40, selects the subject
matter. Image capture program 60 sends the subject matter to
focus stacking program 80.

In step 400, focus stacking program 80 receives image data
for a first image captured by image capturing device 10. In
one embodiment, focus stacking program 80 receives image
data from image capture program 60. In another embodiment,
focus stacking program 80 receives image data from depth of
field program 70. In yet another embodiment, focus stacking
program 80 accesses a storage repository and determines
image data. Image data includes a depth map, generated by
depth of field program 70, for the captured image. In one
embodiment, image data also includes subject matter selected
by the user.

In step 410, focus stacking program 80 determines focus
points that are in focus and a distance value for each focus
point that is in focus. A distance value represents the distance
between sensor 50 and the subject matter represented by each
focus point. In one embodiment, focus stacking program 80
uses the depth map received from depth of field program 70 to
determine focus points that are in focus. For example, focus
stacking program 80 determines that focus points not masked
by the depth map are in focus, as is shown in FIG. 2C. In
another embodiment, focus stacking program 80 uses the
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depth map to determine a distance value for each focus point
that is in focus. In yet another embodiment, focus stacking
program 80 receives depth data from image capture program
60.

In step 420, focus stacking program 80 determines a num-
ber of required images for focus stacking. In one embodi-
ment, focus stacking program 80 uses image data to deter-
mine the number of required images for focus stacking. For
example, focus stacking program 80 may determine the mini-
mum number of required images for focus stacking from the
f-number that was used to capture the first image. In such an
example, if the f-number is large, indicating that the aperture
diameter is small, then focus stacking program 80 determines
that fewer images are required than if the f-number is small. If
the focal length is long, indicating that the depth of field may
be shallow, then focus stacking program 80 determines that a
greater number of images is required. Additionally, if the
aperture diameter is large, indicating the depth of field may be
shallow, then focus stacking program 80 determines that a
greater number of images is required. In other embodiments,
focus stacking program 80 determines a number of required
images for focus stacking from the focal length that was used
to capture the first image. For example, if the focal length is
large, indicating that the aperture diameter is large, then focus
stacking program 80 determines that a greater number of
images is required.

In one embodiment, focus stacking program 80 may deter-
mine an aperture value for the additional image(s) to be
captured. For example, focus stacking program 80 deter-
mines an aperture values for each of the additional images
utilizing the f-number that was used to capture the first image.
In one embodiment, focus stacking program 80 causes the
determined number of images to be displayed. For example,
focus stacking program 80 sends an instruction to image
capture program 60 to display the determined number of
images on display 30. The user, utilizing Ul 40, accepts or
rejects the calculated number of images. In another embodi-
ment, focus stacking program 80 also displays determined
data to be used for capture of the additional image(s). For
example, data to be used for capture ofthe additional image(s)
is the determined focus distance range. In another example,
data to be used for capture of the additional image(s) is the
determined aperture value.

In another embodiment, focus stacking program 80
prompts the user to indicate a desired number of images to be
used for focus stacking. In some embodiments, focus stack-
ing program 80 causes a modeless window to be displayed.
The user, using U1 40, specifies a desired number of images to
be used for focus stacking. For example, the user specifies
that four additional images at specific aperture values should
be captured by image capturing device 10 for focus stacking.

In one embodiment, focus stacking program 80 causes a
preview of each additional image to be displayed on display
30. For example, focus stacking program 80 overlays focus
points associated with subject matter in the first captured
image with a mask. The mask simulates how the selected
subject matter will appear when captured at a different aper-
ture. The user, utilizing Ul 40, approves of, or rejects each
preview. If the user rejects a preview, then focus stacking
program 80 will not use the aperture value associated with
that particular preview when capturing an additional image.
The user, utilizing Ul 40, may indicate a different aperture
value to be used for an additional image.

In step 430, focus stacking program 80 causes the required
number of images to be captured. In one embodiment, focus
stacking program 80 sends an instruction to image capture
program 60 to capture the required number of images. In one
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embodiment, the instruction includes a specific aperture set-
ting to be used in capturing each required image. In another
embodiment, if the user is using focus rails, focus stacking
program 80 displays an instruction that describes how to
adjust the focus rails. Focusing rails may be used to move the
physical position of the camera, typically rearward and for-
ward, in order to precisely adjust the plane of focus without
changing the focus on the camera. For example, an instruction
may describe a starting position and an ending position for
image capturing device 10 on the focus rails during image
capture. In another example, an instruction may also describe
the direction in which image capturing device should be
moved during image capture (i.e. moving forward or rear-
ward).

In step 440, focus stacking program 80 receives image data
for each additionally captured image. In one embodiment,
focus stacking program 80 receives image data from image
capture program 60. In another embodiment, focus stacking
program 80 receives image data from depth of field program
70. In yet another embodiment, focus stacking program 80
accesses a storage repository and determines image data.
Image data includes a depth map for the captured image. In
one embodiment, image data also includes a selection of
subject matter by the user.

In step 450, focus stacking program 80 determines in-focus
regions of each captured image. In one embodiment, focus
stacking program 80 uses the received depth map for each
captured image to determine in-focus regions of each cap-
tured image, as shown in FIG. 2F. For example, focus stack-
ing program 80 determines that focus points that are not
masked by the depth map are in focus. In another embodi-
ment, focus stacking program 80 uses image data received
from image capture program 60 to determine in-focus regions
of'each captured image. For example, focus stacking program
80 determines that focus points that have distance values that
are within the focal plane are in focus.

In step 460, focus stacking program 80 creates a final
image. Focus stacking program 80 includes focus points that
are in focus from each captured image in the final image, such
as depicted in FIG. 2G. In one embodiment, focus stacking
program 80 includes focus points that have depth data indi-
cating that the focus points are inside the depth of field in the
final image. For areas of the image that are out of focus, focus
stacking program 80 selects focus points that have depth data
indicating that the focus points are as close to the depth of
field as possible.

In one embodiment, focus stacking program 80 causes the
final image to be displayed on display 30. In one embodiment,
the user, utilizing Ul 40, interacts with the final image. For
example, the user rejects a region of the final image automati-
cally selected by focus stacking program 80. The user can
customize the final image to substitute the same region from
a different captured image selected by the user. In one
embodiment, focus stacking program 80 receives an indica-
tion to capture more images for focus stacking.

FIG. 5 depicts a block diagram of components of image
capturing device 10 in accordance with an illustrative
embodiment of the present invention. It should be appreciated
that FIG. 5 provides only an illustration of one implementa-
tion and does not imply any limitations with regard to the
environments in which different embodiments may be imple-
mented. Many modifications to the depicted environment
may be made.

Image capturing device 10 includes communications fab-
ric 502, which provides communications between computer
processor(s) 504, memory 506, persistent storage 508, com-
munications unit 510, and input/output (I/O) interface(s) 512.
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Communications fabric 502 can be implemented with any
architecture designed for passing data and/or control infor-
mation between processors (such as microprocessors, com-
munications and network processors, etc.), system memory,
peripheral devices, and any other hardware components
within a system. For example, communications fabric 502
can be implemented with one or more buses.

Memory 506 and persistent storage 508 are computer-
readable storage media. In this embodiment, memory 506
includes random access memory (RAM) 514 and cache
memory 516. In general, memory 506 can include any suit-
able volatile or non-volatile computer-readable storage
media.

UT 40, image capture program 60, depth of field program
70, and focus stacking program 80 are stored in persistent
storage 508 for execution by one or more of the respective
computer processors 504 via one or more memories of
memory 506. In this embodiment, persistent storage 508
includes a magnetic hard disk drive. Alternatively, or in addi-
tion to a magnetic hard disk drive, persistent storage 508 can
include a solid state hard drive, a semiconductor storage
device, read-only memory (ROM), erasable programmable
read-only memory (EPROM), flash memory, or any other
computer-readable storage media that is capable of storing
program instructions or digital information.

The media used by persistent storage 508 may also be
removable. For example, a removable hard drive may be used
for persistent storage 508. Other examples include optical and
magnetic disks, thumb drives, and smart cards that are
inserted into a drive for transfer onto another computer read-
able storage medium that is also part of persistent storage 508.

Communications unit 510, in these examples, provides for
communications with other servers. In these examples, com-
munications unit 510 includes one or more network interface
cards. Communications unit 510 may provide communica-
tions through the use of either or both physical and wireless
communications links. Ul 40, image capture program 60,
depth of field program 70, and focus stacking program 80
may be downloaded to persistent storage 508 through com-
munications unit 510.

1/O interface(s) 512 allows for input and output of data with
other devices that may be connected to image capturing
device 10. For example, I/O interface 512 may provide a
connection to external devices 518 such as a keyboard, key-
pad, a touch screen, and/or some other suitable input device.
External devices 518 can also include portable computer-
readable storage media such as, for example, thumb drives,
portable optical or magnetic disks, and memory cards. Soft-
ware and data used to practice embodiments of the present
invention, e.g., Ul 40, image capture program 60, depth of
field program 70, and focus stacking program 80, can be
stored on such portable computer-readable storage media and
can be loaded onto persistent storage 508 via /O interface(s)
512. I/O interface(s) 512 also connect to a display 520.

Display 520 provides a mechanism to display data to auser
and may be, for example, a computer monitor.

The programs described herein are identified based upon
the application for which they are implemented in a specific
embodiment of the invention. However, it should be appreci-
ated that any particular program nomenclature herein is used
merely for convenience, and thus the invention should not be
limited to use solely in any specific application identified
and/or implied by such nomenclature.

The present invention may be a system, a method, and/or a
computer program product. The computer program product
may include a computer readable storage medium (or media)
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having computer readable program instructions thereon for
causing a processor to carry out aspects of the present inven-
tion.

The computer readable storage medium can be a tangible
device that can retain and store instructions for use by an
instruction execution device. The computer readable storage
medium may be, for example, but is not limited to, an elec-
tronic storage device, a magnetic storage device, an optical
storage device, an electromagnetic storage device, a semicon-
ductor storage device, or any suitable combination of the
foregoing. A non-exhaustive list of more specific examples of
the computer readable storage medium includes the follow-
ing: a portable computer diskette, a hard disk, a random
access memory (RAM), aread-only memory (ROM), an eras-
able programmable read-only memory (EPROM or Flash
memory), a static random access memory (SRAM), a por-
table compact disc read-only memory (CD-ROM), a digital
versatile disk (DVD), a memory stick, a floppy disk, a
mechanically encoded device such as punch-cards or raised
structures in a groove having instructions recorded thereon,
and any suitable combination of the foregoing. A computer
readable storage medium, as used herein, is not to be con-
strued as being transitory signals per se, such as radio waves
or other freely propagating electromagnetic waves, electro-
magnetic waves propagating through a waveguide or other
transmission media (e.g., light pulses passing through a fiber-
optic cable), or electrical signals transmitted through a wire.

Computer readable program instructions described herein
can be downloaded to respective computing/processing
devices from a computer readable storage medium or to an
external computer or external storage device via a network,
for example, the Internet, a local area network, a wide area
network and/or a wireless network. The network may com-
prise copper transmission cables, optical transmission fibers,
wireless transmission, routers, firewalls, switches, gateway
computers and/or edge servers. A network adapter card or
network interface in each computing/processing device
receives computer readable program instructions from the
network and forwards the computer readable program
instructions for storage in a computer readable storage
medium within the respective computing/processing device.

Computer readable program instructions for carrying out
operations of the present invention may be assembler instruc-
tions, instruction-set-architecture (ISA) instructions,
machine instructions, machine dependent instructions,
microcode, firmware instructions, state-setting data, or either
source code or object code written in any combination of one
or more programming languages, including an object ori-
ented programming language such as Smalltalk, C++ or the
like, and conventional procedural programming languages,
such as the “C” programming language or similar program-
ming languages. The computer readable program instructions
may execute entirely on the user’s computer, partly on the
user’s computer, as a stand-alone software package, partly on
the user’s computer and partly on a remote computer or
entirely on the remote computer or server. In the latter sce-
nario, the remote computer may be connected to the user’s
computer through any type of network, including a local area
network (LAN) or a wide area network (WAN), or the con-
nection may be made to an external computer (for example,
through the Internet using an Internet Service Provider). In
some embodiments, electronic circuitry including, for
example, programmable logic circuitry, field-programmable
gate arrays (FPGA), or programmable logic arrays (PLA)
may execute the computer readable program instructions by
utilizing state information of the computer readable program
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instructions to personalize the electronic circuitry, in order to
perform aspects of the present invention.

Aspects of the present invention are described herein with
reference to flowchart illustrations and/or block diagrams of
methods, apparatus (systems), and computer program prod-
ucts according to embodiments of the invention. It will be
understood that each block of the flowchart illustrations and/
or block diagrams, and combinations of blocks in the flow-
chart illustrations and/or block diagrams, can be imple-
mented by computer readable program instructions.

These computer readable program instructions may be pro-
vided to a processor of a general purpose computer, special
purpose computer, or other programmable data processing
apparatus to produce a machine, such that the instructions,
which execute via the processor of the computer or other
programmable data processing apparatus, create means for
implementing the functions/acts specified in the flowchart
and/or block diagram block or blocks. These computer read-
able program instructions may also be stored in a computer
readable storage medium that can direct a computer, a pro-
grammable data processing apparatus, and/or other devices to
function in a particular manner, such that the computer read-
able storage medium having instructions stored therein com-
prises an article of manufacture including instructions which
implement aspects of the function/act specified in the flow-
chart and/or block diagram block or blocks.

The computer readable program instructions may also be
loaded onto a computer, other programmable data processing
apparatus, or other device to cause a series of operational
steps to be performed on the computer, other programmable
apparatus or other device to produce a computer implemented
process, such that the instructions which execute on the com-
puter, other programmable apparatus, or other device imple-
ment the functions/acts specified in the flowchart and/or
block diagram block or blocks.

The flowchart and block diagrams in the Figures illustrate
the architecture, functionality, and operation of possible
implementations of systems, methods, and computer pro-
gram products according to various embodiments of the
present invention. In this regard, each block in the flowchart
or block diagrams may represent a module, segment, or por-
tion of instructions, which comprises one or more executable
instructions for implementing the specified logical function
(s). In some alternative implementations, the functions noted
in the block may occur out of the order noted in the figures.
For example, two blocks shown in succession may, in fact, be
executed substantially concurrently, or the blocks may some-
times be executed in the reverse order, depending upon the
functionality involved. It will also be noted that each block of
the block diagrams and/or flowchart illustration, and combi-
nations of blocks in the block diagrams and/or flowchart
illustration, can be implemented by special purpose hard-
ware-based systems that perform the specified functions or
acts or carry out combinations of special purpose hardware
and computer instructions.

What is claimed is:
1. A method for generating a focused image of subject
matter, the method comprising:

receiving a first image, wherein the first image includes
subject matter and a first set of image data;

generating, by one or more processors, a first depth map for
the first image using at least the first set of image data,
wherein the first depth map indicates at least a first
portion of the subject matter that is in focus;
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determining, by one or more processors, at least a second
image to be captured and one or more settings associated
with the second image, based at least on the first set of
image data;

causing, by one or more processors, the second image to be

captured, according to the one or more settings associ-
ated with the second image;
receiving the second image, wherein the second image
includes the subject matter of the first image and at least
a second portion of the subject matter that is in focus;

generating, by one or more processors, a composite image
comprising at least the first portion of the first image and
the second portion of the second image.

2. The method of claim 1, wherein the second image further
includes a second set of image data.

3. The method of claim 2, wherein the step of receiving the
second image further comprises:

generating, by one or more processors, a second depth map

using at least the second set of image data, wherein the
second depth map indicates at least the second portion of
the subject matter that is in focus in the second image.

4. The method of claim 1, wherein the step of generating a
composite image comprising at least the first portion of the
first image and the second portion of the second image com-
prises:

including, by one or more processors, the second portion of

the second image within the first image, such that the
second portion replaces the corresponding portion ofthe
subject matter of the first image.

5. The method of claim 1, wherein the step of generating a
composite image comprising at least the first portion of the
first image and the second portion of the second image com-
prises:

receiving a selection of a third portion from the first depth

map, wherein the third portion does not include the
subject matter; and

generating, by one or more processors the composite image

comprising at least the first portion of the first image, the
second portion of the second image, and the third portion
of the first image.

6. The method of claim 1, wherein the one or more settings
associated with the second image includes an aperture value.

7. The method of claim 1, wherein image data includes an
f-number used during capture of the respective image.

8. A computer program product for generating a focused
image of subject matter, the computer program product com-
prising:

one or more computer readable storage media and program

instructions stored on the one or more computer read-
able storage media, the program instructions compris-
ing:

program instructions to receive a first image, wherein the

first image includes subject matter and a first set of
image data;

program instructions to generate a first depth map for the

first image using at least the first set of image data,
wherein the first depth map indicates at least a first
portion of the subject matter that is in focus;

program instructions to determine at least a second image

to be captured and one or more settings associated with
the second image, based at least on the first set of image
data;

program instructions to cause the second image to be cap-

tured, according to the one or more settings associated
with the second image;
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program instructions to receive the second image, wherein
the second image includes the subject matter of the first
image and at least a second portion of the subject matter
that is in focus;

program instructions to generate a composite image com-

prising at least the first portion of the first image and the
second portion of the second image.

9. The computer program product of claim 8, wherein the
second image further includes a second set of image data.

10. The computer program product of claim 9, wherein
program instructions to receive the second image further
comprise:

program instructions to generate a second depth map using

at least the second set of image data, wherein the second
depth map indicates at least the second portion of the
subject matter that is in focus in the second image.

11. The computer program product of claim 8, wherein
program instructions to generate a composite image compris-
ing at least the first portion of the first image and the second
portion of the second image comprise:

program instructions to include the second portion of the

second image within the first image, such that the second
portion replaces the corresponding portion of the subject
matter of the first image.

12. The computer program product of claim 8, wherein
program instructions to generate a composite image compris-
ing at least the first portion of the first image and the second
portion of the second image comprise:

program instructions to receive a selection of a third por-

tion from the first depth map, wherein the third portion
does not include the subject matter; and

program instructions to generate the composite image

comprising at least the first portion of the first image, the
second portion of the second image, and the third portion
of' the first image.

13. The computer program product of claim 8, wherein the
one or more settings associated with the second image
includes an aperture value.

14. The computer program product of claim 8, wherein
image data includes an f-number used during capture of the
respective image.

15. A computer system for generating a focused image of
subject matter, the computer system comprising:

one or more computer processors;

one or more computer readable storage media;

program instructions stored on the computer readable stor-

age media for execution by at least one of the one or
more processors, the program instructions comprising:

10

15

20

25

30

35

40

18

program instructions to generate a first depth map for the
first image using at least the first set of image data,
wherein the first depth map indicates at least a first
portion of the subject matter that is in focus;

program instructions to determine at least a second image

to be captured and one or more settings associated with
the second image, based at least on the first set of image
data;

program instructions to cause the second image to be cap-

tured, according to the one or more settings associated
with the second image;

program instructions to receive the second image, wherein

the second image includes the subject matter of the first
image and at least a second portion of the subject matter
that is in focus;

program instructions to generate a composite image com-

prising at least the first portion of the first image and the
second portion of the second image.

16. The computer system of claim 15, wherein the second
image further includes a second set of image data.

17. The computer system of claim 16, wherein program
instructions to receive the second image further comprise:

program instructions to generate a second depth map using

at least the second set of image data, wherein the second
depth map indicates at least the second portion of the
subject matter that is in focus in the second image.

18. The computer system of claim 15, wherein program
instructions to generate a composite image comprising at
least the first portion of the first image and the second portion
of'the second image comprise:

program instructions to include the second portion of the

second image within the first image, such that the second
portion replaces the corresponding portion of the subject
matter of the first image.

19. The computer system of claim 15, wherein program
instructions to generate a composite image comprising at
least the first portion of the first image and the second portion
of'the second image comprise:

program instructions to receive a selection of a third por-

tion from the first depth map, wherein the third portion
does not include the subject matter; and

program instructions to generate the composite image

comprising at least the first portion of the first image, the
second portion of the second image, and the third portion
of the first image.

20. The computer system of claim 15, wherein the one or
more settings associated with the second image includes an
aperture value.



